PMA7000M-S Audio Panel-User Reference Guide
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1
MARKER BEACONS: Blue (outer), yellow (middle), and white (inner).

2
INTERCOM VOLUME: Controls volume of intercom.  Does not affect radio volume.

3
MARKER SENSITIVITY SWITCH: Controls sensitivity of marker beacons. 3 position – high, low, & test mode (to test lights).

4
INTERCOM MODE: Sets intercom isolation modes as follows:

Iso

-Only pilot hears radios
-Co-pilot/passengers have intercom

-Co-pilot hears Com3

All

- Everybody hears everything

Crew

-Pilot & Co-pilot hear radios and have intercom separate from passengers

-Passengers have separate intercom & no radios



5
COM1: Activates audio for com 1.

6
COM2: Activates audio for com 2.

7
NAV1: Activates audio for nav 1.

8
NAV2: Activates audio for nav 2.

9
MKR: Activates audio for marker beacons.

10
ICS: Opens intercom between pilot and co-pilot during transmitter select split modes (#15).

11
ADF: Activates audio for the ADF receiver.

12
COM3: Activates audio for com 3.

13
DME: Activates audio for DME.

14
SPR: Turns on the cabin speaker.

NOTE: When the audio panel is shut off, the intercom becomes inactive and the pilot, by default, is switched to Com1.

When buttons 5-14 are activated, the green light within the button illuminates.

15
TRANSMITTER SELECT: Selects which radio the pilot and co-pilot will transmit on as follows:

COM1

Pilot: Com 1

Co-pilot: Com 1

COM2

Pilot: Com 2

Co-pilot: Com 2

COM3

Pilot: Com 3

Co-pilot: Com 3

COM 1/ 2

Pilot: Com 1

Co-pilot: Com 2

COM 2/ 3

Pilot: Com 2

Co-pilot: Com 3

COM 1/ 3

Pilot: Com 1

Co-pilot: Com 3



16
TRANSMIT LIGHT: Illuminates when crewmember is transmitting on the selected radio.

17
SWAP LIGHT: Illuminates when swap mode has been selected (SEE “SWAP MODE” BELOW).

*SWAP MODE:  The PMA7000 allows the crew to toggle between 2 different radios by pressing the “swap” switch located on the control yoke.  Which radios the switch will toggle between is determined by the position of the transmitter select switch (#15) as follows:
COM1
Toggles between Com 1 and Com 2

COM2
Toggles between Com 2 and Com 1

COM3
No Swap

COM 1/ 2
In swap mode, Pilot has Com 2 and Co-pilot has Com 1

COM 2/ 3
In swap mode, Pilot has Com 3 and Co-pilot has Com 2

COM 1/ 3
In swap mode, Pilot has Com 3 and Co-pilot has Com 1

